
AF90 C

Filter
Inlet Pressure 7 bar
DN80, 100 & 150

Brief information

Operation: The AF90 C angled dust filters are installed in District, industrial and 
commercial installations to protect downstream equipment from dust and debris 
carried in the gas stream.

Application:
The AF90 C Filter is designed to protect regulators, valves, meters and similar 
equipment against the ingress of dust. Two grades of stainless steel filter 
element are available, 50 and 200 micron which are suitable for use in systems 
to GIS:E34, IGEM/TD/13 and IGEM/GM/8.

The basic model is supplied with six tappings, four of which can be used for a 
differential pressure gauge. The remaining two can be used for venting prior to 
element replacement. Optional factory fitted plugged valves are available for 
connection to these tappings. All units are suitable for operation on Natural Gas, 
LPG and on request Hydrogen Gas.

Technical Data: 
Design standard GIS:E13.1
Design pressure: 7 bar
Design Temperature -20°c to +60°c 
Sizes 80mm to 150mm
Cartridge element: s/s mesh 50 or 200 micron 
PN16 flanged inlet and outlet connections

Approvals: The AF90 C has been approved to module A of  PED. It is classified as 
Category I equipment and a pressure accessory.

Servicing: The filter element can be removed by removing the trunnion beam 
and lid for cleaning or replacement.

Applications

• Industrial
• Commercial
• District

Main features

•  Designed to comply with     
pressure equipment directive and 
GIS:E13.1 
• Quick release enclosure
• Cartridge type element 
• Standard filtration level 50 or 200 
micron (other levels available on 
request)
• Flanges: PN16 
• Differential pressure tappings
• Vent/blow down tapping



A B C D E Weight
152 152 333 305 470 35kg
159 159 285 338 390 45kg
235 235 428 435 505 90kg

Components Specification

Dimensions and Weights
Filter Type

80mm Flanged
100mm Flanged

Material Specifications

Mild Steel

Body (Flanged) & Beam S.G. Iron
Cover Aluminium Alloy
Filter Element with felt gasket Stainless Steel Screen

Pressure Drop Capacity  Unit fitted with a 50µm element

Flow Rate (SCMH 0.64 sg)

150mm Flanged

1/4" Plug Malleable Iron
Centre Pin & Bearing Pad Mild Steel
Retaining & Hinge Pin (for Dn150) Mild Steel
Circlip (for Dn150)

Cover "O" Ring Nitrile (Buna)
1/2" Plug Malleable Iron

Grub Screw (for Dn150) Stainless Steel
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Quality:
Active Flow is committed to a programme of continuous quality enhancement. All equipment designed and manufactured by 
Active Flow benefits from our quality assurance standards which are approved to ISO 9001

Contacts
Active Flow
Units 8-9 Brunel Gate, West Portway, Andover
Hampshire, SP10 3SL
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FLOW RATE SCMH x 1
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IP90 - 3.5bar inlet FILTER PRESSURE LOSS CHART
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